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Measuring the Industrial World 

 
 

GP lenses 

 
¹ Requires F to C mount adapter. Purchased separately 
* Only suitable for certain applications 

 

Product code Focal length in mm Lens mount Max f-stop Max sensor size Length in mm Diameter in mm 

IM-LENS-GP002 8 c-mount 1.4 2/3” 36 42 

IM-LENS-GP004 16 c-mount 2.8 2/3” 39 28 

IM-LENS-GP005 25 c-mount 2 2/3” 36 29 

IM-LENS-GP006 50 c-mount 2.8 1/1.2” 52 29 

IM-LENS-GP007 75 c-mount 3.5 1/1.2” 65 29 

IM-LENS-GP010 180 f-mount¹ 2.8 1.6” 144 79 

IM-LENS-GP011 300 f-mount¹ 4 1.6” 222 90 

IM-LENS-GP012* 5 c-mount 2.8 2/3” 38 42 

IM-LENS-GP013 12 c-mount 2 2/3” 40 29 

IM-LENS-GP019 35 c-mount 2.1 1/1.2” 39 29 

IM-LENS-GP020 12 c-mount 2 1.1” 61 42 

IM-LENS-GP021 16 c-mount 1.8 1.1” 64 42 

IM-LENS-GP022 25 c-mount 1.8 1.1” 58 42 

IM-LENS-GP023 35 c-mount 1.8 1.1” 60 42 

IM-LENS-GP024 50 c-mount 2.4 1.1” 69 42 

IM-LENS-GP025 75 c-mount 2.8 1.1” 81 42 

IM-LENS-GP026 6 c-mount 2.8 1/1.8” 31 35 

Flexi GP lens product range 
 
This data sheet covers the current Imetrum lens range† offered along with their key information.  
 
†Complete range of lenses on the 29/06/2022. Subject to change without notice. For availability of material testing lenses please contact your usual representative. 

 

 

 


